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465 N Reading Rd, 
Ephrata, PA 17522

 = Colors available in heavier 26 gauge Galvalume.   * = Only available with Galvalume Panels.

Bright White (WH)

Bone White (BW)

Black (BL)

*Patina Green (PA)*Gold (GL)

Colonial Red (CR)

Forest Green (FG)

Gallery Blue (GB)

Evergreen (EG)*Avocado Green (AV)

Slate Blue (SB) *Dark Blue (DB)

Scarlet Red (SR) Barn Red (RD) Burgundy (BU) Brown (BN)

Ash Gray (AG) Pewter Gray (PG) Charcoal (CH) Bronze (BZ)

Light Stone (LS) Beige (BG) Clay (CL) Tan (TN)

WeatherXL
G-100 Galvanized • AZ50 Galvalume

What is the difference between Galvalume and Galvanized Substrates?
Galvalume is made from bare steel covered with a mixture of zinc, 
aluminum, and trace amounts of silicon to improve its long-term 
weathering capabilities.  

Painted Galvalume is known to exhibit more short-term edge rust 
and tension bend stains than Galvanized.  

Galvanized steel is made by passing bare steel through a bath 
of molten zinc at 842 degrees Fahrenheit. The zinc coating that 
gives the steel sheet its resistance to weathering and rust, offers 
better cathodic or sacrificial protection for scratches and cut edges.  
Galvanized steel is known to resist ammonia better than Galvalume.  
That is why we strongly recommended Galvanized steel in the 
presence of vapors from animal confinement.

C O I L  C O A T I N G S



465 N Reading Rd,  
Ephrata, PA 17522

Color Name Paint Type Gauge Substrate Alum. Coil SRI

SMP 24 26 28 G-100  
Galvanized

AZ50 
Galvalume 0.019" G-100  

Galvanized
AZ50 

Galvalume

Bright White • • • • • • • 75 84

Light Stone • • • • • • 57 65

Beige • • • • • 64 79

Clay • • • • • • 48 56

Tan • • • • • 43 51

Bone White • • • • • 64 72

Ash Gray • • • • • • 45 52

Pewter Gray • • • • • 43 52

Charcoal • • • • • • 29 39

Bronze • • • • • • 19 29

Scarlet Red • • • • • 35 49

Barn Red • • • • • • 33 38

Colonial Red • • • • • 28 35

Burgundy • • • • • • 18 27

Brown • • • • • • 27 35

Gold • • • 61

Patina Green • • • 44

Avocado Green • • • 31

Forest Green • • • • • 17 27

Evergreen • • • • • • 29 35

Slate Blue • • • • • • 34 43

Gallery Blue • • • • • 18 24

Dark Blue • • • • 13

Black • • • • • 13 31

Color Availability
Also stocking color-matched fasteners, touch-up paint, sealants, and snow retention.

Stocked Coil Widths:  
24 Gauge = 48.25” • 23.875” 
26 Gauge = 42”
28 Gauge = 40.875”


